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JOINT BACKER ROD

Date of compilation: 10/11/2023

Technical Data Sheet

DESCRIPTION
Non crosslinked PE foam backer rod for cold sealing applications (up to 80°C).
DIN 18450 & ASTM C1330 compliant.

TECHNICAL CHARACTERISTICS

Reference Presentation Meters/box Diameter Density (kg/m3)

Backer Rod 6mm Roll 2500m ±100m 6mm ± 1mm 23 ± 5

Backer Rod 10mm Roll 1150m ± 60m 10mm ± 1mm 23 ± 5

Backer Rod 13mm Roll 750m ± 30m 13mm ± 1mm 23 ± 5

Backer Rod 15mm Roll 550m ± 25m 15mm ± 1mm 23 ± 5

Backer Rod 20mm Roll 350m ± 15m 20mm ± 1mm 23 ± 5

Backer Rod 25mm Roll 200m ± 8m 25mm ± 1mm 23 ± 5

Backer Rod 30mm Roll 160m ± 8m 30mm ± 1.5mm 23 ± 5

Backer Rod 40mm 2m ± 4cm 270m ± 10m 40mm ± 2mm 30 ± 5

Backer Rod 50mm 2m ± 4cm 180m ± 8m 50mm ± 2mm 30 ± 5


